
High Precision 12Mm 10Mm 201 202 304 309S 316 316L 403 440 A312 Welding
Stainless Steel TubingSs Pipe

Basic Information

wuxi

tai-steel

ISO9001

201 202 304 304L 316 316L 317L 347H

10 Tons

$750.00/Tons 10-999 Tons

Wooden pallet ,Wooden box or according to
customer's request

8-14 days

L/C, T/T

20000 Ton/Tons per Month

Product Specification

ASTM, ISO

Welded

Construcion/Building /Industry

±1%

Round

200 Series/300 Series/400series

welding sanitary tubing, 25mm ss pipe, 
12mm ss pipe

for m
ore products please visit us on stainless-steelsheetcoil.com

Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order Quantity:

Price:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Standard:

Type:

Application:

Tolerance:

Section Shape:

Material:

Highlight:

Wuxi TAIDING Stainless Steel Co., Ltd.
stainless-steelsheetcoil.com
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Product Description

High Founctional Customized 316 Stainless Steel Welded Pipe Sanitary Piping Price
usage:Construction building material, curtain wall bracket, guardrail/handrailing material,petroleum oil and gas transmission,
coal, decoration, chemical engineering, foodprocessing, agricultural use, indoor pipeline, water heater, boiler, bathtub etc.
Specification
 
Name Stainless Welded Steel Pipe

 
Size

Outer Diameter 10.3~610 mm
Wall Thickness 1.24~52.37 mm,Sizes can be customized
Length Less Than 12 m

 
Standard

GB12771-91, ASTM A1053/A1053M-06, ASTM A268/A268M-05A, ASTM A269-07
ASTM A270-03A, ASTM A312/A312M-06, ASTM A358/A358M-05, ASTM A632-04
ASTM A789/A789M-05b, ASTM A790/A790M-05b, ASTM A872/A872M-07A, ASTM
A949/A949M-01(2005), ASTM A999/A999M-04A

 
Usage

Construction building material, curtain wall bracket, guardrail/handrailing material,
petroleum oil and gas transmission, coal, decoration, chemical engineering, food
processing, agricultural use, indoor pipeline, water heater, boiler, bathtub etc.

Ends Protector Plastic pipe cap on both ends
Technique Cold Rolled
Surface Finished Polishing grit400/grti600/grti800 ect
Section Shape Round, Bevled

 
 
Package

Inner Packing:Caps at both ends, steel strong trips on every bundle,
Outer Packing:PE Wrapping outside,
Export Standard Packing Method(Bundle with steel strip, steel pallet),
shipped with 20' or 40' container or in bulk carrier.
As Customers' Request.

Date of Delivery According To The Quantity And Specification Of Each Order
Payment L/C, T/T, Western Union, Alibaba Trade Assurance
Products Description

Product application

for m
ore products please visit us on stainless-steelsheetcoil.com
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Packaging & Delivery

Company Profile
 



Wuxi Taiding stainless steel Co., Ltd., is a stainless steel/carbon steel/alloy company engaged in the
researching, stocking, sale and service of stainless steel sheet, stainless steel pipes, stainless steel
profile, stainless steel bar, stainless steel coils. Carbon steel, alloy steel products. We are located in
China with convenient transportation access. Our factory has rich experience in selling, stocking as we
are engaged in domestic market and foreign market. Our company is the collection of selling and
stocking. And now we have stock over 2000 tons with more than 800 kinds of specifications in our
warehouse. Dedicated to strict quality control and thoughtful customer service, our experienced staff
members are always available to discuss your requirements and ensure full customer satisfaction. Selling
well in all cities and provinces around China.
Our company is sincerely willing to cooperate with enterprises from all over the world in order to realize a
win-win situation since the trend of economic globalization has developed with anirresistible force.
 

 
 
Transport

 +86 15850543668  vincentfang@taidingss.com  stainless-steelsheetcoil.com

28 Nongshi Road, Xishan District, Wuxi City, Jiangsu Province, China

Wuxi TAIDING Stainless Steel Co., Ltd.


	welding sanitary tubing
	25mm ss pipe
	12mm ss pipe

